TECHNICAL DATA

General specifications:
Motor:

Delivery speed:

Weigth range:

Display resolution:
Weighing inaccuracy:
Weight resolution SAMPLE:

Weight resolution DILUTION:

Working temperature:
Data input/output:
Mains:

Power:

Dimensions (WxHxD):

Weight:

Dilution specifications:
Maximum sample weight:

Dilution ratio:
Dilution inaccuracy:
Dispensing specifications:

Dispensing weight:
Dispensing inaccuracy:

12-15V, dc
950 ml/min
2400 g, tare included
0.1¢9
<1%

0.01g

0.1lg
+5° C to +40° C
Serial RS232 and Ethernet
85~264 ACV, 50/60 Hz
40W
30x32,5x36,5cm
11.81x12.8x14.37 in
6.5 kg/14.3 b

compatible with factor, tare and
weight range

any fraction with numerator and
denominator in the 1 to 999 range.

<0.3g
adjustable

1g to full range
<0.3g

Specifications subject to change without prior notice
ORDERING INFORMATION

SMART DILUTOR gravimetric dilution system complete with a polyethylene
bag-holder, a set of tubing, filters, 5 litre bottle, a power cable, and an
instruction manual.

SMART DILUTOR gravimetric dilution system complete with two pumps,

a polyethylene bag-holder, two set of tubings, filters, 5 litre bottles, a power
cable, and an instruction manual.

Specify mains required (the Cat.No. may change)
OPTIONAL ACCESSORIES

Weighing platform for beakers/flasks

Multilevel dilution arm

Cable PC/Printer communication

Bar-code reader

Support bar-code reader

Four pumps device (no bottles)

Six tubes arm (necessary for the Cat. 2798)
PORTABAG stainless steel holder for 6 bags (400 ml)

Contact us in internet.

To see how the instruments works in a multimedia
demonstration, to buy instruments, accessories or
consumables on-line visit our web page:

WWW.Iul-Inst.com

The IUL instrument owners who are registered in our

web will have access to extra services like example
of microbiology applications with our instruments,
software updates, direct technical service and more.

Cat-No.

2700

2701

Cat no.

2838
2806
5510
5701
2836
2798
2823
2300
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Sterility

All the tubing set and
the bottle are fully

autoclavable in order Follow the symbolic

to assure the sterility instructions that the touch
of the dilution process. screen gives

The whole operation

of change the tubing
set can be done in
less of 15 seconds.

continuously to the operator

Save time at high accuracy The trazability of the

dilution can be
The attainment of the final followed using
weight is divided in two parts: barcode labels:
N .
* The row approach: x f,?,g‘g{;"?al
Continuous and high * solvent id.
flow until almost the
end point.
* The fine approach:
Slow and controlled
by time. -
* The two pumps instrument 9
can perform the row "CB'
approach using both g
pumps. And optional <)
accessory enlarge
the work of the %
instrument up to six
different solvents o)
T
65
<b)
S
-
e
Complete system CG
with the six pumps. (D)
The main instrument 1=
has the following
connections:
) * RS-232
Multilevel arm * Barcode

The instrument can * Ethernet IP address
work with other
containers that require
the use of one
adjustable arm.




